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4 X 8 SHEETS
TYPE 1/8" 1/4" 3/8" 1/2" 5/8" 3/4" 1"

ACX Fir S1S * * * * *
AAX Fir S2S * *

Plum Creek Underlayment Fir B Crossband * *
Plum Creek T&G Premium Underlayment *
Underlayment Fir C Crossband * *
ACUL Sanded or Underlayment * * *
CDX Sheathing Fir * * *
CDX Sheathing SYP * * * *

Southern Yellow Pine Textured T 1-11 * *

Lauan (Meranti) * * * *
SurePly Underlayment *

A-B Marine *
Pressure Treated .40 CDX * *
Pryoguard Fire Retardant (Interior Use) * * *

Plain Sliced Red Oak A-4 A-2 A-1
Birch VC A-4 A-2 A-1
Cherry VC A-4 A-1

Primed MDO (Medium Density Overlay) G1S * *
MDO (Medium Density Overlay) G2S *
MDF (Medium Density Fiberboard) Lite Weight * *
MDF Beadboard Primed 2" oc *
White Melamine G2S *

Wackywood 4X8 (Short Grain Tube) *
Wackywood 8X4 (Long Grain Can) *

NOTE: All plywood thickness are nominal and are sli ghtly less than indicated

Plywood & Panels

Metal Studs & Gypsum

LUMBER & MILLWORK

METAL STUDS 8© 10© 12© 10© Runner

3 5/8" 20 gauge * * * *
3 5/8" 25 gauge * * * *

GYPSUM 3/8" 1/2" 5/8"

4 x 8 Drywall * * *
4 x 10 Drywall * *
4 x 12 Drywall * *
4 x 8 Blueboard * *
4 x 12 Blueboard *
4 x 8 Water Resistant *
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4 x 8 Sheets Code
3/4º T&G  Subfloor ADVAN4834
5/8º T & G Subfloor ADVAN4858TG
1/2º Square Edge ADVAN4812
5/8º Square Edge ADVAN4858

www.Huberwood.com

LP! TOPNOTCH!

350 SERIES SUB-FLOORING

TN TOPNOTCH 350 SERIES
ADVANTAGES
· Superior moisture resistance
· Excellent strength and stability
· Self-draining notch system
· Protective edge coating
· Tongue-and-groove ease 

of installation

3/8" wide drain slot spaced at 10" oc

3/8" wide drain 
slot on alternating

ends of panels

4 x 8 Sheets CODE
3/4º Top Notch 350 PUL34

Defining Innovation

Floor Coverings
· Carpet and pad: May be installed directly over Adva nTech and Huber Blue

flooring panels.
· Vinyl: A minimum 1/4" underlayment is recommended.  Follow finished flooring

manufacturer instructions.
· Hardwood floors: May be applied directly over 23/3 2" AdvanTech flooring pan-

els. For Huber Blue flooring, the National Wood Flo oring Association (NWFA) and
the National Oak Flooring Manufacturers Association  (NOFMA) recognize the
use of 23/32" OSB subfloor under hardwood flooring.   For installation of the hard-
wood flooring follow the recommendations of the man ufacturer.

· Ceramic tile: Underlayment is required per ANSI Sta ndard A-108 with noted
exception of 1-1/4" cement mortar application metho d.

· Lightweight concrete: May be applied over AdvanTec h and Huber Blue flooring
following lightweight concrete manufacturer©s instr uctions.

Description
AdvanTech ! Flooring and Sheathing panels are high-performance s tructural panels specifically engineered to provide

more water resistance and stability than plywood.  In addition, AdvanTech comes with a 50-year limited  warranty .
AdvanTech panels are warranted not to require sandi ng due to moisture absorption during installation.  

Basic Uses
Advantech is the first structural-use panel with pr oprietary design capacities, which are superior to the design

capacities of commodity PS-2 panels. They are used in both residential and commercial construction for  floor, roof and wall
sheathing applications. AdvanTech Flooring panels a re used for both single-layer and sub-floor applica tions as well as roof
sheathing. AdvanTech Sheathing panels are used for roof and wall sheathing as well as sub-flooring in two-layer systems.

THE AdvanTech! FLOORING AND SHEATHING LIMITED WARRANTY*

FOR THE BUILDER AND CONTRACTOR:
Huber Engineered Woods (HEW) warrants to the origin al retail purchaser that its AdvanTech flooring and  sheathing will not
delaminate 1 nor require sanding due to moisture absorption duri ng installation.
FOR THE CONSUMER:
Peace of mind. The AdvanTech flooring and sheathing  panels used in your home are guaranteed to be free  of manufac-
turing defects for a period of 50 years from the da te of manufacture.

TM

LP TopNotch 350 is engineered with a self-spacing t ongue-and-groove edge design that makes installatio n
faster, easier, more cost-effective. And it is cert ified by the APA Ð the Engineered Wood Association to meet
voluntary product standard PS2. 

· Advanced wax/resin 
composition

· 100-Day No-Sand Warranty
· 50-Year Transferable Limited

Warranty
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R-VALUE THICKNESS WIDTH LENGTH SQ.FT/ PKG PKG. FORM PCS./PKG. CODE

UNFACED R-19 6 1/4" 15 1/4" 94" 78 Batt-in-Bag 8 UFR19BAT

UNFACED R-13 3 1/2" 15 1/4" 93" 116 Batt-in-Bag 12 UF153R13

UNFACED R-11 3 1/2" 15" 70© 6" 88 Cont. Roll 1 UFR11ROLL

KRAFT FACED R-38 12" 16" 48" 32 Batt-in-Bag 6 KF1612R38

KRAFT FACED R-30 10" 16" 48" 53 Batt-in-Bag 10 KF169

KRAFT FACED R-30 10" 24" 48" 80 Batt-in-Bag 10 KF248R30

KRAFT FACED R-30C 8 1/4" 15" 48" 50 Batt-in-Bag 10 KF158R30

KRAFT FACED R-19 6 1/4" 15" 93" 77 Batt-in-Bag 8 KF615

KRAFT FACED R-13 3 1/2" 15" 93" 116 Batt-in-Bag 12 K153R13

KRAFT FACED R-11 3 1/2" 15" 70© 6" 88 Cont. Roll 1 KF153ROLL

STOCK ITEMS CODE

ICA Foam Sill Seal

5 1/2" x 50© DOWSILL

T&G Styrofoam

24 x 96 x 1" DOW281

24 x 96 x 1 1/2" DOW28112

24 x 96 x 2" DOW282
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How it Works:

DuPont• Tyvek€ HomeWrap€ helps 
protect a home against damaging 
wind and rain that can penetrate 
through the exterior cladding.

The unique nonwoven structure 
of DuPont• Tyvek€ HomeWrap€ 

blocks excess water from 
entering into walls.

The breathable structure allows 
moisture vapor to pass through to 

help promote drying in wall systems 
which can help in the prevention 

of mold and mildew.

The unique non-woven •ber structure 
of DuPont• Tyvek€ HomeWrap€ 

helps reduce air leakage providing a 
more comfortable and energy 

e‚cient home.

ENERGY STAR!:  ective ways to lower the home!s utility bills and improve comfort."
With DuPont• Tyvek€# you get not only the most advanced weather-resistant protection available# you also get the peace of mind that comes from working with DuPont
and $%$&'( )T*&€.

Code Requirements: The +,,/ 0nternational 1uilding 2ode 3)ection 45,6.+7 and the +,,/ 0nternational &esidential 2ode 3)ection &8,6.47 require a water-resistive barrier 
behind the exterior veneer. This water resistive barrier must be equivalent to *)T9 D++/ Type 4 :4; <elt. DuPont• Tyvek€ HomeWrap€ water-resistive barrier exceeds the 
performance of *)T9 D++/ felt and is recogni=ed as a water-resistive barrier by the following code evaluation reports>

· ICC-ES Legacy Report ER-4000           · ICC-ES Legacy Report 98-46           · ICC-ES Legacy Report NER-642           · ICC-ES Legacy Report 95105D

Air Barrier Code Requirements: The +,,/ 0nternational $nergy 2onservation 2ode 3)ection 5,+.5.47 and the +,,/ 0nternational &esidential 2ode 3)ection %44,+.5.47 
  ltration. DuPont• Tyvek€ wraps   cation for an *ir 

1arrier 3*17 9aterial or )ystem for ?ow-&ise <ramed 1uilding Walls for a Type 0 air barrier. *dditionally# DuPont• Tyvek€ wraps  ltration barriers in 
the following code evaluation reports>

· ICC-ES Legacy Report 98-46          · ICC-ES Legacy Report NER-642          · ICC-ES Legacy Report 95105D

DuPont" Tyvek! Warranty: DuPont• Tyvek€ HomeWrap€ comes backed by a 4,-year limited warranty from DuPont# dedicated to providing you with innovative 
and reliable products for over +,, years.

 

DuPont"  Tyvek! helps to reduce

ENERGY STAR Home Sealing guidelines

Stock Items:
Code
TYVEK2 3 x 100        Homewrap
TYVEK100 9 x 100        Homewrap
TYVEKTAPE 2º x 55 yds  Tape
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House Exterior Cut-Aways


