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COLOR

Exterior Color
Specify a unit color option to
complete your order: White or
Sandtone color.

Prefinished Interior
Andersen 200 Series tilt-wash
double-hung windows are 
available with a prefinished
white interior.

OptionsStandard 
Features

FRAME
Jamb Options*
The Andersen! 200 Series tilt-
wash window is available with
a narrow 3-1/16" jamb width
with a flat interior stop for easy
drywall cutting, nailing and cor-
ner bead application. Windows
with a 3-1/16" jamb width are
available with prefinished white
interiors on white exteriors only.
Windows with the standard 4-
9/16" jamb width are available
with clear pine or prefinished
white interiors.

HARDWARE

Standard Lock & Keeper ± 
The standard cam-operated
lock/keeper is made for easy
operation and long life. Stone
color is standard. The hardware
finish on units with a prefin-
ished white interior is white.

SASH

A convenient tilt-wash
design makes it easy to clean
the window from the inside. An
in-sash balancer minimizes the
view of the jamb liner, maximiz-
ing the amount of wood in the
frame. Window can be secured
through the side jambs to stud
walls without hitting balancer.

GLASS

Choose Low-E or dual-pane
insulating glass. (Glass option
must be specified.)

A rigid vinyl or PVC glazing
bead, combined with high-grade
silicone glazing bed keeps the
glass bonded firmly to the sash
and helps minimize water and
air infiltration.
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FFRAME

Exterior outer frame members
are treated with a water-repellent
preservative and covered with a
pre-formed rigid vinyl PVC cover,
minimizing maintenance and pro-
viding attractive appearance.
Available in White or Sandtone.

Interior surfaces are unfinished
clear pine. Low-maintenance prefin-
ished white interiors are also avail-
able on units with White exteriors.

B

A Full perimeter nailing flange
makes installation easy and fast
with little or no adjustment. It©s
fixed, seamless and integrated with
the exterior frame.

A long-lasting seal utilizes
flexible bulb weatherstripping and
spring tension vinyl, helping to
minimize air and water infiltration.
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NEW FOR 2005!

Andersen 200 Series tilt-wash
double-hung windows are now
available with a two-tone color
configuration, featuring a white
prefinished interior with a
Sandtone exterior.
Corresponding picture and
transom units, as well as
Finelight# grilles-between-
the-glass, are available to
match.

FRAME
Pre-Cut Extension Jambs*
Pre-cut extension jambs can be
added to the standard 4-9/16"
frame, creating 5-1/4", 6-9/16"
or 7-1/8" jamb widths. Some
sizes may be pine veneer.

Accessories
HARDWARE
Contemporary 
Sash Lifts*

Classic Series! Hardware
Shown in white finish.
Also available in stone.

Learn more online at 
andersenwindows.com

* Sold separately.

200 Series
Tilt-Wash Double-Hung Windows

www.andersenwindows.com
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COLOR

Exterior Color
Specify White or Sandtone color.

Prefinished Interior
200 Series Narroline! windows are
available with a prefinished white
interior.

Options
HARDWARE

Standard Lock & Keeper ± 
Classic Series! Hardware
The standard cam-operated
lock/keeper is made of engineered
composite resin for smooth opera-
tion and long life. Stone color is
standard. The hardware finish on
units with a prefinished white
interior is white.

FRAME

Pine Stool*
A clear pine stool is available and
ready for finishing. The Narroline!

stool is available for 4-9/16" (116)
and 6-9/16" (167) wall thicknesses.
In addition, a high inside sill stop is
available as an upgrade for
Andersen Narroline units, allowing
the windows to achieve design 
pressure 50 performance. Specify
pine sill stop and sash lift pack-
ages. 
Use of this package will subtract
7/8" (22) from clear opening height.
72 and 76 height units require the
1/2" x 1/2" (13mm x 13mm) sill
stop or stool and the optional high
sill inside stop to achieve DP30 per-
formance.

Accessories

Double-Hung Conversion Kit*
Designed to convert 1968 and
newer Narroline windows to tilt-
wash style double-hungs.

HARDWARE
Contemporary Sash
Lifts*

Classic Series! Hardware
Shown in white finish.
Also available in stone.

BAY WINDOWS

Andersen! 200 Series Narroline
double-hung windows are avail-
able in standard bay window
configurations. 

* Sold separately.

FRAME

Exterior outer frame
members are treated with
a water-repellent
preservative and
covered with a
pre-formed 
rigid vinyl PVC
cladding, 
minimizing
maintenance
and providing
an attractive
appearance. 

Sill members are con-
structed with a solid wood core,
treated with water-repellent preser-
vative and covered with a pre-
formed rigid vinyl PVC cover.

A factory-applied rigid vinyl
anchoring flange on the head and
sides of the outer frame helps
secure the unit to the structure.
Flanges are reversible to accommo-
date 4-1/2º (114) and 4-1/8º (105)
wall thickness.

A flexible vinyl windbreak,
which is factory-applied to the sill,
provides a reliable weather seal
under the sill.

White rigid vinyl jamb liners
provided smooth, easy movement.

GLASS

A rigid vinyl or CPVC glazing
bead features a flexible lip that,
combined with silicone glazing, pro-
vides superior weathertightness.

Choose Low-E or dual-pane
insulating glass. (Glass option must
be specified.)

SILL STOP

Andersen sill stops are avail-
able in prefinished white color. (Use
in drywall return & picture frame
trim installations.)
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200 Series
Narroline ! Double-Hung Windows

Non Tilt

Standard 
Features

SASH

A patented white Flexacron!

finish is electrostatically applied to
penetrate all exterior surfaces for
maximum protection and a lustrous
finish.

Sash interior surfaces are
unfinished clear pine. Low-
maintenance prefinished white
interior are also available on units
with White exteriors.

A variety of weatherstripping,
including pile weatherstrips on the
jamb liners, vinyl-wrapped foam
weatherstrip between the sash and
the frame, and a compressible bulb
weatherstrip on the check rail, 
maximize weathertightness and
energy efficiency.

Overhead counterbalances provide
ease of operation for upper and
lower sash.
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www.andersenwindows.com
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FRAME

Anodized aluminum 
sill features the ªrain drainº
system, which controls 
water and funnels it away
from the door to minimize
water infiltration.

Exterior 
frame is clad 
with aluminum,
which maintains 
an attractive
appearance while
minimizing mainte-
nance. 
Frame is pre-drilled
for convenient
installation.
Specially-designed
plugs cover the
installation
screws for a
clean appearance.

A preservative-treated wood
subframe with a frame end protec-
tor at the sill resists rot and pro-
vides long-lasting protection 
and performance.*

C
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B HARDWARE*

Andersen! 200 Series hinged
patio doors are available in pre-
finished White. They can be paint-
ed to match the home's d$cor. 

COLOR

Andersen 200 Series hinged
patio doors are available with
hardware from the Metro# hard-
ware collection.

Options

Hook Deadbolt
Hook deadbolt lock comes pre-
installed, reducing installation
time. The mortised lock and hook
design provides strength and
added security compared to bored
locks with standard deadbolts.

PANEL

Durable low-maintenance
interior and exterior withstand
weather and rot. Sturdy glass
fiber construction provides 
long-lasting performance.*

Traditional French door
styling features a tall bottom
rail and wide stiles. Panel is
built to tolerances within 1/32
of an inch for smooth operation
and maximum durability.*

Interlocking corner braces
add to the door's strength and
create clean, finished joints. 

Sweep system at the sill
completes perimeter protection.

GLASS

Panels are silicone bed
glazed for maximum weather
resistance.

Andersen Low-E tempered 
or Low-E Sun tempered glass
helps keep the home cool in sum-
mer, warm in winter. Dual-pane
tempered insulating glass is also
available. (Glass option must be
specified.)
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Durable Santoprene! weather-
stripping gasket on 
the frame provides effective protec-
tion against water 
and air infiltration.

D

Standard 
Features
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* Sold separately.

Santoprene! is a registered trademark of Advanced Elastomers Systems, L.P.

* For complete information on our limited warranties, visit andersenwindows.com.

Adjustable Hinges
Adjustable hinges help provide 
a weathertight seal, easy instal-
lation and smooth operation.
Available in 
white finish.

Anvers 

Available in 
bright brass, 
oil rubbed bronze 
and satin nickel.

Tribeca 

Available in 
white and stone. 

I
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200 Series
Hinged Patio Doors - Inswing
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Accessories
HARDWARE

Exterior Keyed Lock*
A six-pin key cylinder lock is
available for all patio doors 
in styles and finishes that
coordinate with hardware. 
This lock allows the patio door
to be locked and unlocked
from the exterior.

Handle Extension Kit*
Extends interior door handle an
additional 1" (25) from the door
panel to accommodate interior
blinds or shades. Kit includes 
one handle extender and spindle.
A second extender may be added
to the spindle to increase the
length an additional 1" (25) 
[2" (51) total extension].

INSECT 
SCREENSExtension Jambs*

Basic jamb width 
is 4-9/16" (116).

4-9/16"

FRAME

Divided Light Patterns*
Choose removable interior
grilles or Finelight#

grilles-between-the-glass. 

GRILLES

* Sold separately. 

ªDelrinº is a registered trademark of E.I. duPont deNemours and Company.

Notes: Andersen! patio doors are not intended for use as entrance doors. 

Removable Interior Grilles
3/4", 7/8" and 1-1/8" width wood
grilles are available in Colonial
pattern. Removable interior grilles
can be ordered with the exterior
side prefinished to match the
unit's exterior color. The interior
side is prefinished white.

Sill Support*
An aluminum profile is designed 
to lock into a channel under 
the sill and tie back into the 
wall. This will offer support
to the outermost sill section
when needed. Available in
neutral gray finish.

Hinged Insect Screen* 
Available for single-panel
doors.

Gliding Insect Screen*
Available for two-panel
active/stationary doors.
Features Delrin! material
injection molded bottom rollers
with self-contained leveling
adjusters. 

Prefinished white interior exten-
sion jambs are available for the
following wall thicknesses: 

· 5-1/4" (133) 
· 6-9/16" (167) 
· 7-1/8" (181)

Finelight!  

Grilles-Between-The-Glass
1" width Finelight grilles are
available in Colonial pattern. 
They are available with the exteri-
or side prefinished to match the
unit's exterior color. The interior
side is prefinished white.
Finelight grilles are installed dur-
ing manufacture and must 
be ordered with the unit. 

Door at 90" clear  
opening position  
 

Door at full clear  
opening position 
 

Horizontal!Section!
Stationary/Active!

Active!Astragal!Stationary!
Clear Opening Width 90" 

Clear Opening Width 
Full Open Position 

 

4-9/16# (116) 
Jamb Width* 1-5/16#  

(33) 

Andersen! 
optional 
insect screen 
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Vertical!Section!
2 x 4 Wood Frame Wall  

Sill!

Head!

Interior trim 
by others 

Andersen!  
Low-E tempered  
or Low-E Sun  
tempered glass  

200 Series
Hinged Patio Doors
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200 Series
Narroline ! Gliding Patio Doors

HARDWAREINSECT SCREENS

Standard 
Features

Exterior Color
Specify a unit color option to
complete your order: White,
Sandtone or Terratone color.

COLOR

Perma-Clean# Gliding 
Insect Screen*
Perma-Clean! gliding insect
screens are available for two- 
and four-panel doors in White,
Sandtone or Terratone color
baked-on enamel finish.
Patented square corner joint 
construction adds considerable
strength to the frame members,
and the long-lasting glass 
fiber insect screen cloth has 
a charcoal finish. Delrin!

injection molded bottom rollers
with self-contained leveling 
adjusters provide smooth 
operation. Interior and exterior
pulls are provided.

FRAME

The sill of the Narroline!

gliding patio door has an anodized 
aluminum track with a stainless 
steel cap that resists stain, rust and 
denting. A thermal barrier reduces 
conductive heat loss and checks 
condensation on the inside. The
exterior portion of the sill is also
anodized aluminum.

All basic exterior frame 
members are covered 
with a rigid vinyl 
(PVC) sheath
that maintains 
an attractive 
appearance 
while minimizing 
maintenance. 
Narroline! gliding 
patio doors are 
available in three 
neutral colors. Specify White, 
Sandtone or Terratone! color.

Wood frame members are 
treated with a water-repellent
preservative for long-lasting protec-
tion and performance. Interior frame
trim pieces are clear unfinished
pine.

Gliding patio doors are shipped
knocked down and require assembly. 

A flexible PVC weatherstrip on
the head and side jambs provides 
a positive seal between the frame
and panels.
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Flexible Seal
A patented full-length combina-
tion weatherstrip/interlock 
system provides a flexible seal 
at the meeting stile.

PANEL

The exterior of the wood door
panel is protected by a long-lasting
urethane base finish in White,
Sandtone or Terratone color.

Laminated veneer lumber 
panels provide excellent structural
stability and energy efficiency. 

F
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* Sold separately.

Note: Andersen! patio doors are not intended for use as entrance doors. 

ªDelrinº is a registered trademark of E.I. duPont deNemours and Company.

Options

A

B
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Panel interior surfaces are
unfinished clear pine, ready for 
natural stain or paint finish. 

Dual ball bearing rollers on door
panels provide smooth gliding 
operation with self-contained 
leveling adjusters.

GLASS

Panels are silicone bed
glazed and finished with an
interior wood stop and an 
exterior silicone bead.

Andersen dual-pane 
insulating tempered, Low-E
tempered or High Performance#

Sun Low-E tempered glass helps
keep the home cool in summer,
warm in winter. (Glass option
must be specified.)
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Expanded Offering
Andersen Narroline! gliding 
patio doors are available with
hardware from the Metro#

collection in a variety of 
finishes. 

Reachout Locking Hardware
The unique Andersen reachout
locking system pulls the door
panel snugly into the jamb 
for weathertightness and
enhanced security. 

Perma-Clean# Retractable 
Insect Screen*
The retractable insect screen 
is installed on the exterior of 
the door and opens side-to-side
across the width of the opening.
When the insect screen is not in
use, it neatly retracts into a small
canister mounted on the exterior
of the door. The retractable insect
screen canister is available for 
two-panel patio doors in White,
Sandtone and Terratone!.

SILL

Sills can be ordered with 
an attractive water-repellent 
baked-on finish in a neutral 
gray color.

Tribeca"

Available in white 
and stone. 

Metro" Collection
Patio!Door!Hardware

MetroContemporary!
Style

Anvers"

Available in bright brass,
oil rubbed bronze and
satin nickel.

www.andersenwindows.com
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200 Series
Narroline ! Gliding Patio Doors

HARDWAREFRAME

Exterior Keyed Lock*
A six-pin key cylinder lock is
available for all patio doors in
finishes that coordinate with
hardware. This lock allows the
patio door to be locked and
unlocked from the exterior. 

Auxiliary Lock*
This gliding door panel auxiliary
lock provides an extra measure of
security when the door is in a
locked position. It can also lock
the operating panel in a partially
open position. Available for
Narroline! gliding doors in finish-
es that coordinate with hardware.

Ramped Sill Insert* 
Provides smooth transition from
interior to exterior. Cannot be
used with gliding insect screen.
Can be used with retractable
insect screen. Shown here with 
a Frenchwood! patio door.
(Specifier must check with
local and federal officials to
determine if product meets
accessibility codes.)

Threshold*
An oak or maple threshold is
available for finishing the interior
of the sill. 

* Sold separately.

Accessories

CAUTION:

· Painting and staining may cause damage to rigid vinyl. 

· Products in Sandtone or Terratone! color may be painted any color lighter than Terratone using quality oil-base or latex paint. Submit color samples 

to Andersen for approval when painting White. Submit color samples to Andersen for approval when painting Sandtone any color darker than Terratone. 

· Creosote-based stains should not come in contact with Andersen products. 

· Do not paint weatherstripping. 

· Abrasive cleaners or solutions containing corrosive solvents should not be used on Andersen products. 

· For vinyl painting instructions and preparation, contact your Andersen supplier. 

· Andersen does not warrant the adhesion of paint to vinyl.

Horizontal!Section

Vertical!Section

Basic!Unit!and!Rough!Opening!Details!!Scale 1-1/2# = 1©-0# (1:8)
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3/4# (19)
1-5/16# (33)

1-3/4# (44)

Head

Sill

 3-13/16#
(97)  

4-11/16#
(119)  

Andersen!
optional 
oak threshold

Andersen
optional 
sill support

2-5/8#
 (67) 

Rough Opening Width

Clear Opg. Width

3/8# (10) 3/8# (10)

Jamb Jamb

Active!Panel Stationary!Panel

1-5/16# 
(33)

Dim. to Center Line of Meeting Stiles 

4-9/16# (116)
Jamb Width*

CL

Unit Dimension Width

3-1/2#
(89)

Dim. to C. L. of Mtg. Stiles 

3-9/16#
(90) 

www.andersenwindows.com
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200 Series
Perma-Shield! Gliding Patio Doors

HARDWARE

Expanded Offering
Andersen Perma-Shield!

gliding patio doors are 
available with hardware 
from the Metro# collection 
in a variety of finishes. 

INSECT SCREENS

OptionsStandard 
Features

Flexible Seal
A patented full-length combina-
tion weatherstrip/interlock sys-
tem provides a flexible seal at
the meeting stile.

A
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Perma-Clean# Retractable 
Insect Screen*
The retractable insect screen 
is installed on the exterior of 
the door and opens side-to-side
across the width of the opening.
When the insect screen is not in
use, it neatly retracts into a small
canister mounted on the exterior
of the door. The retractable insect
screen canister is available for
two-panel patio doors in White,
Sandtone and Terratone!.

Perma-Clean# Gliding 
Insect Screen*
Perma-Clean! gliding insect
screens are available for two-
panel doors in White, Sandtone
or Terratone! color baked-on
enamel finish. Patented square
corner joint construction adds
considerable strength to the
frame members, and the 
long-lasting glass fiber insect
screen cloth has a charcoal fin-
ish. Delrin! injection molded bot-
tom rollers with self-contained
leveling adjusters provide
smooth operation. Interior 
and exterior pulls are provided.

* Sold separately.

Note: Andersen patio doors are not intended for use as entrance doors. 

ªDelrinº is a registered trademark of E.I. duPont deNemours and Company.

PANEL

All panel surfaces 
are covered with a rigid vinyl
(PVC) sheath which maintains
an attractive appearance while
minimizing maintenance.
Available in White, Sandtone or
Terratone! color.

Laminated veneer lumber
panels provide excellent struc-
tural stability and energy effi-
ciency. 

Dual rollers on door panels 
provide smooth gliding 
operation with self-contained
leveling adjusters.

GLASS

A rigid vinyl or CPVC 
glazing bead features a flexible
lip which provides superior
weathertightness and long-
term durability.

Andersen dual-pane insu-
lating tempered, Low-E tem-
pered or High Performance# Sun
Low-E tempered glass helps
keep the home cool in summer,
warm in winter. (Glass option
must be specified.)
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FRAME

The sill of the Andersen!

Perma-Shield! gliding patio door
has an anodized aluminum track
with a stainless steel cap that
resists stain, rust and denting. A
thermal barrier reduces conductive
heat loss and checks condensation
on the inside. 

All basic exterior frame mem-
bers are covered with a rigid vinyl
(PVC) sheath, which maintains an
attractive appearance while mini-
mizing maintenance. Andersen

B

A Perma-Shield gliding patio doors 
are available in three neutral color
options. Specify White, Sandtone 
or Terratone! color. 

Wood frame members are
treated with a water-repellent
preservative for long-lasting protec-
tion and performance. 

Gliding patio doors are shipped
knocked down and require assembly.

A flexible PVC weatherstrip on
the head and side jambs provides 
a positive seal between the frame
and panels.
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Specify a unit color option 
to complete your order: White, 
Sandtone or Terratone! color.

COLOR

Reachout Locking Hardware
The unique Andersen reachout
locking system pulls the door
panel snugly into the jamb 
for weathertightness and
enhanced security. 

Tribeca"

Available in white 
and stone. 

Metro" Collection
Patio!Door
Hardware

Metro Contemporary!
Style

Anvers"

Available in bright brass,
oil rubbed bronze and
satin nickel.

www.andersenwindows.com
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200 Series
Perma-Shield! Gliding Patio Doors

Accessories
HARDWAREFRAME

Exterior Keyed Lock*
A six-pin key cylinder lock is
available for all patio doors 
in finishes that coordinate with
hardware. This lock allows the
patio door to be locked and
unlocked from the exterior.

Auxiliary Lock*
This gliding door panel auxil-
iary lock provides an extra
measure of security when the
door is in a locked postion. It
can also lock the operating
panel in a partially open posi-
tion. Available for Perma-
Shield! gliding doors in fin-
ishes that coordinate with
hardware.

Ramped Sill Insert* 
Provides smooth transition from
interior to exterior. Cannot be
used with gliding insect screen.
Can be used with retractable
insect screen. Shown here 
with Frenchwood! patio door.
(Specifier must check with 
local and federal officials to
determine if product meets
accessibility codes.)

Threshold*
An oak or maple threshold is
available for finishing the interior
of the sill.

CAUTION:

· Painting and staining may 

cause damage to rigid vinyl. 

· Products in Sandtone or Terratone!

color may be painted any color 

lighter than Terratone using quality

oil-base or latex paint. Submit color

samples to Andersen for approval

when painting White. Submit color 

samples to Andersen for approval

when painting Sandtone any color

darker than Terratone. 

* Sold separately.

· Creosote-based stains should not

come in contact with Andersen prod-

ucts. 

· Do not paint weatherstripping. 

· Abrasive cleaners or solutions con-

taining corrosive solvents should 

not be used on Andersen products. 

· For vinyl painting instructions and

preparation, contact your Andersen

supplier. 

· Andersen does not warrant 

the adhesion of paint to vinyl.

Basic Unit and Rough Opening Details Scale 3º = 1'-0º (1:4)

www.andersenwindows.com
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