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LUMBER & MILLWORK

400 Series
Casement & Awning Windows

FRAME

A seamless one-piece, 
pre-formed rigid vinyl frame 
cover secured to the exterior of the
frame to maintain an attractive
appearance while minimizing 
maintenance. 
Andersen• casement 
windows are available 
in four neutral 
colors. Specify White, 
Sandtone, Terratone•

or Forest Green color.

The rigid exterior vinyl cover
extends 1-3/8" (35) around the
perimeter of the unit. This creates
an anchoring flange for securing 
the unit to the structure. 

Wood frame members are 
treated with a water-repellent 
wood preservative for long-lasting
protection and performance.

Interior stops are unfinished
clear pine. Low-maintenance prefin-
ished white interiors are 
also available. 

SASH

Rigid vinyl (PVC) encases 
the entire sashÐa vinyl weld pro-
tects each sash corner for superior
weathertightness to maintain an
attractive appearance and minimize
maintenance.

Natural wood core members
provide excellent structural stability
and energy efficiency.

Flexible bulb weatherstripping or
black PVC closed-cell foam weather-
stripping is factory-installed on the
perimeter of the sash.
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HARDWARE

Awning Sash Locks

Awning corner locks provide an
added measure of security and
weathertightness. Hardware
styles and finish options are
compatible with Andersen 
casement windows to ensure
consistency in appearance when
used in combination designs.

OptionsStandard 
Features

Clas sic Series! Hardware*
Available in white or stone finish.

Metro! Hardware*
Folding handle, to avoid 
interference with window 
decorating treatments. 
Available in white or stone finish.

Smooth Control!

Hardware System
Worm gear drive provides
smooth, easy control. Andersen
Classic Series! operator handle
is shown in stone finish.

J

Casement Single 
Actuation Lock
Locking and reachout compo-
nents are activated with 
a  single handle, enhancing the
window's appearance with a
minimum of hardware.

K

Learn more online at 
andersenwindows.com

HARDWARE

The Smooth Control!

hardware system employs a
worm gear drive for easy opera-
tion. The split-arm operator
moves the sash away from the
frame to provide for easier glass
cleaning. (Hardware option and
finish must be specified.) CXW5,
CXW55 and CXW6 units are 
not available with easy clean
split-arm hardware. Handle 
and cover sold separately.

A single-actuation lock
ejects the casement sash 
for easy opening while the
ªreach-outº action eliminates
binding when closing. The lock
bezel and handle are offered 
in finishes that coordinate 
with your specified hardware
style option.
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GLASS

A rigid vinyl or CPVC 
glazing bead features a flexible 
lip that, combined with silicone
glazing, provides increased weath-
ertightness.

High-Performance! Low-E 
and High-Performance Sun!

Low-E glass deliver optimum insu-
lating performance. High-
Performance Low-E tempered 
and High-Performance Sun 
Low-E tempered glass also avail-
able. (Glass option must 
be specified.)
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* Sold separately.

Estate! Hardware*
Available in bright brass,
antique brass, polished chrome,
brushed chrome, oil rubbed
bronze, satin nickel, distressed
bronze and distressed nickel. 

Casement and
awning windows 

are available with
Stormwatch! protection. For a
copy of the Andersen Coastal
Product Guide, see the Andersen
supplier nearest you.

Patterned glass options are
available. 

PATTERNED GLASS

Prefinished Interior

Andersen 400 Series casement
windows are available with 
prefinished white interior stops.

Exterior Color
Specify a unit color option 
to complete your order: White, 
Sandtone, Terratone• or 
Forest Green.

COLOR

www.andersenwindows.com
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LUMBER & MILLWORK

Casement Windows

400 Series

Easy-Grip 
Handle*
Larger knob makes 
it easier to grip and operate. 
It is available in white or stone
finish. Andersen Classic Series!

design only.

Accessories

T-Handle*

Our smallest operator, the 
T-handle may make it more diffi-
cult for young children (5 
and under) to open the window.

Compact Operator Handle*
Especially designed for use in
situations where blinds or other
window treatments interfere 
with standard operator handle.
Available in white or stone finish.

Special Use Operators

Corrosion-Resistant
Components*
Corrosion-resistant hinge and
operator arm hardware kit made
with high-quality stainless steel.
For harsh and corrosive environ-
ment applications such as heavy
industrial or coastal areas.

Limited Ventilation Control* 
A limited ventilation control
adaptor restricts casement and
awning sash movement. Limited
ventilation control should not be
used on any window designated
or intended for emergency
escape or rescue. Please consult
your local building code official
for local egress requirements.

HARDWARE

Awning Electric Operator*
The electric operator opens 
and closes the window automati-
cally. Commonly used in clerestory
or hard-to-reach installations. 

When ordered with the unit, 
correct hardware is factory-

installed for easy application 
of the operator. 

Kits are also available for field
application of electric operator.
Field application kits contain the
following: modified operator, sill
stop, wood filler piece, 
sash bracket, screws and installa-
tion instructions.

Operator Spline Cover*
An operator spline cover is an
attractive cap that covers the
roto operator stud when the
handle has been removed to
control access or operation of
the window. Operator spline
cover should not be used on any
window designated or intended
for emergency escape or rescue.
Please consult your local build-
ing code official for local egress
code requirements. 

FRAME

Extension Jambs*
Basic casement/awning jamb
depth is 2-7/8" (83). Pine exten-
sion jambs are available 
for the following wall thicknesses: 

· 4-9/16" (116) 
· 5-1/4" (133) 
· 6-9/16" (167)
· 7-1/8" (181) 

Extension jambs are pre-drilled
in the following width:

· 6-9/16" (167)  

All sizes are available unfinished
or with a low-maintenance white
finish. The 4-9/16" (116) size
can be ordered factory-applied.
Some sizes may be pine veneer.Andersen# Art Glass

Andersen art glass panels come
in eleven original patterns,
including four Frank Lloyd
Wright• series designs.

GLASS

* Sold separately.* Sold separately.

Casement Clear Opening Dimensions  Scale 1-1/2" = 1©-0" (1:8) 
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Sill Stop
to Subfloor
Dimension 
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1-3/16" (30)

Extension jamb

Insect screen

High-Performance#
Low-E insulating glass

Head

Sill

4-9/16" (116) 
from backside of anchoring 
flange to edge of extension jamb.

www.andersenwindows.com
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Woodwright! Double-Hung Windows

400 Series

Exterior Color
Specify a unit color option to com-
plete your order: White, Sandtone,
Terratone• or Forest Green.

OptionsStandard 
Features A

B

C
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D

Learn more online at 
andersenwindows.com

* Sold separately.

Wood Jamb Liner 

F

H

G

E

K

J

Hardware height reduces the clear
opening dimensions. Check with local
building code officials to determine
compliance with egress requirements.

I

HARDWARE

Standard Lock & Keeper ±
Classic Series! Hardware
The standard cam-operated 
lock/keeper is made of 
engineered composite resin 
for smooth operation and long
life. The standard hardware 
finish on units with a pre-
finished white interior is white. 
Stone color is standard with
unfinished wood interiors. 

Optional Lock & Keeper ±
Estate! Hardware*
Optional accessories (field
applied) include a lock/keeper
design in a variety of finish
options: bright brass, antique
brass, polished chrome, brushed
chrome, oil rubbed bronze and
satin nickel.

Woodwright• windows can be
ordered with a Forest Green sash
and White frame exterior. 

COLOR

Interiors
Available in pine, oak, maple
and prefinished white.

Patterned glass options are 
available. 

PATTERNED GLASS

FRAME

Perma-Shield• exterior
cladding protects the
frame Ð beautifully.
Best of all, it's low-
maintenance and
long-lived. You
never have to
paint it.

For
exceptionally
long-lasting
performance, 
sill members are
constructed with a wood
core and a Fibrex• composite 
material exterior. Sill ends 
are protected and sealed with
weather-resistant covers.

Natural wood stops are 
available in pine, oak, maple or 
prefinished white. Wood jamb liners
add beauty and authenticity to the
window interior. 

Multiple weatherstripping 
systems provide a barrier against
wind, rain and dust. The combination
of spring tension vinyl, rigid vinyl
and flexible bulb weatherstripping 
is efficient and effective.

SASH

Slide wash assists make 
it easy to tilt the sash into 
wash mode.
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Sash joints simulates the
look of traditional mortise-and-
tenon construction inside 
and out.

GLASS

Silicone bed glazing pro-
vides superior weathertightness
and durability.

High-Performance! Low-E 
and High-Performance Sun!

Low-E glass deliver optimum
insulating performance. High-
Performance Low-E tempered
and High-Performance Sun 
Low-E tempered glass also
available. (Glass option must 
be specified.) 
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Balancers in the sash
enable contractors to screw
through the jamb during instal-
lation without interfering with
the window's function.

Natural wood sash interior
with classic chamfer detailing.
Available in pine, oak, maple or
prefinished white.

Low maintenance sash
exterior provides long-lasting
protection and performance.
Sash exteriors on most units
include patented Fibrex material.
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SASH

Half Insect Screen*
Half insect screen allows 
thorough ventilation without
affecting the view through the
upper sash. 

Archtop Double-Hung Unequal Leg Arch 
Double-Hung

Springline! Single-Hung

www.andersenwindows.com
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Woodwright! Double-Hung Windows

400 Series

Patterned glass options are 
available. 

PATTERNED GLASS

Extension Jambs*
Basic jamb width is 4-1/2" (114).
Pine, oak, maple or prefinished
white extension jambs are 
available for job site application
in the following wall thicknesses: 

· 5-1/4" (133) 
· 6-9/16" (167)
· 7-1/8" (181)

Some sizes may be veneered.
Flanges are reversible to 
accommodate the following 
wall thicknesses: 

· 4-1/2" (114)
· 4-1/8" (105)

Factory-applied pine, oak, 
maple or prefinished white
extension jambs are available 
in custom jamb depths from 
5-1/4" to 7-1/8". 

Can be applied to either 3 sides
(stool and apron applications) or
4 sides (picture frame casing).

DP Upgrade*
A high inside sill stop is available
as a factory-applied upgrade for
most Woodwright units, allowing

Accessories
FRAME

* Sold separately.

HARDWARE

Traditional 
Sash Lift*

Contemporary 
Sash Lifts*

Contemporary 
Finger Lifts*

Classic Series! Hardware
Shown in stone finish. 
Also available in white. 

Classic Series! Hardware
Shown in white. 
Also available in stone finish. 

Estate! Hardware
Shown in bright brass finish. 
Also available in antique brass,
polished chrome, brushed
chrome, oil rubbed bronze 
and satin nickel.  

Classic Series! Hardware
Shown in white. 
Also available in stone finish. 

Estate! Hardware
Shown in bright brass finish. 
Also available in antique brass,
polished chrome, brushed
chrome, oil rubbed bronze 
and satin nickel.  

the windows to achieve design
pressure 50 performance. Use of
this option will subtract 5/8" (16)
from clear opening height. Contact
your Andersen supplier for avail-
ability. 

Pine Stool*
A clear pine stool is available and
ready for finishing. The 
Woodwright stool is available for 
4-9/16" (116) and 6-9/16" (167)
wall thicknesses. 

www.andersenwindows.com
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400 Series
Tilt-Wash Double-Hung Windows

FRAME
Exterior outer frame

members are covered
with a preformed rigid
vinyl PVC cladding
minimizing
maintenance
and providing
an attractive
appearance.
Andersen•

tilt-wash
windows are
available in
four neutral colors.
Specify White, Sandtone,
Terratone• or Forest Green color.

For exceptionally long-last-
ing performance, sill members
are constructed with a wood
core and Fibrex• composite
material exterior. Sill ends are
protected and sealed with
weather-resistant covers.

Natural wood stops are
made of treated, clear pine that
can be finished to match the
interior decor. On white prefin-
ished interior units the stops
are white foamed PVC.

A factory-applied rigid vinyl
anchoring flange on the head,
sill and side of the outer frame
helps secure the unit to the
structure.

An extruded rigid patented
vinyl jamb liner and fin provide
a protective seal against the
outer frame members. Exclusive
patented slide wash assists
make it easy to tilt the sash into
wash mode position.
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SASH
A Polyester stabilized 

coat with a Flexacron• finish
is electrostatically applied to
penetrate all exterior surfaces
for maximum protection and a
lustrous finish.

Wood sash members are
treated with a water-repellant
wood preservative for long-last-
ing protection and performance.
Interiorsurfaces are infinished
clear pine. Low-maintenance
prefinished white interiors are
also available.

GLASS
A glazing bead and 

silicone provides superior
weathertightness and durability.

High-Performance! Low-E
and High-Performance Sun!

Low-E glass deliver optimum
insulating performance. High-
Performance Low-E tempered
and High Performance Sun
Low-E tempered glass also
availble. (Glazing option must
be specified.)
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Optional Lock & Keeper-
Estate! Hardware*
Optional accessories (field
applied) include an Estate
lock/keeper design, and a 
selection of lifts in a variety of
finish options: bright brass,
antique brass, polished chrome
and oil rubbed bronze.

Standard 
Features

Weatherstripping throughout 
the unit provides a long-lasting,
energy-efficient, weather-repellant
seal. For the top and bottom rails,
an encased foam material is
used. The head jamb liner and sill
have a rigid vinyl rib that the
weatherstripping material com-
presses against. At the check rail,
compressible vinyl bulb material
is used. Side jamb liners use leaf
type weatherstripping with foam
inserts.

Unique blocks and tackle counter
balances feature sized-to-the-
unit, rust-resistant springs that
require no adjustment. Glass-
reinforced nylon balancer shoes
provide smooth, reliable sash
operation. To prevent accidental
release when in wash mode, they
automatically lock into position
with a patented stainless steel
retainer clip.

F

Exterior Color
Specify a unit color option
to complete your order: White,
Sandtone, Terratone• or 
Forest Green.

Prefinished Interior
Andersen 400 Serires tilt-wash
windows are available with a
prefinished white interior.

Options
HARDWARE

Standard Lock & Keeper ±
Classic Series! Hardware
The standard cam-operated 
lock/keeper is made of 
engineered composite resin 
for smooth operation and long
life. The standard hardware 
finish on units with a pre-
finished white interior is white. 
Stone color is standard with
unfinished wood interiors. 

COLOR

Tilt-wash double-hung
windows are available

with Stormwatch!

protection. For a copy of the
Andersen Coastal Product Guide, see
the Andersen supplier nearest you.

GRILLES

See Woodwright section starting on
page 55 for divided light patterns.
Please note, tilt-wash units with
high-profile exterior grilles include a
unique exterior glazing bead to
accommodate grille depth.

Patterned glass options are
available. 

PATTERNED GLASS

Learn more online at 
andersenwindows.com

* Sold separately.

www.andersenwindows.com



April 2009 7

LUMBER & MILLWORK
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400 Series
Tilt-Wash Double-Hung Windows

Extension Jambs*
Basic jamb width is 4-1/2" (114).
Pine extension jambs are 
available for the following wall
thicknesses: 

· 5-1/4" (133) 
· 6-9/16" (167)
· 7-1/8" (181)

The side and head extension
jambs are pre-drilled in the 
following width: 

· 6-9/16" (167)

Some sizes may be pine veneer.
Flanges are reversible to 
accommodate the following wall
thicknesses:

· 4-1/2" (114)

· 4-1/8º (105)

Accessories
FRAME

* Sold separately.

HARDWARE

Traditional 
Sash Lift*

Contemporary 
Sash Lifts*

Contemporary 
Finger Lifts*

Classic Series! Hardware
Shown in stone finish. 
Also available in white. 

Classic Series! Hardware
Shown in white. 
Also available in stone finish. 

Estate! Hardware
Shown in bright brass finish. 
Also available in antique brass,
polished chrome and oil rubbed
bronze.

Classic Series! Hardware
Shown in white. 
Also available in stone. 

Estate! Hardware
Shown in bright brass finish. 
Also available in antique brass,
polished chrome and oil
rubbed bronze. 

Pine Stool*
A clear pine stool is available and
ready for finishing. The 
tilt-wash stool is available for 
4-9/16" (116) and 6-9/16" (167)
wall thicknesses. In addition, a high
inside sill stop is available as an
upgrade for Andersen• tilt-wash
units, allowing the windows to
achieve design pressure 50 perfor-
mance. Specify pine sill stop and
sash lift packages. Use of this
package will subtract 5/8º (16)
from 72 and 76 heights.

GLASS

Andersen• Art Glass

Available for tilt-wash transom
units. Andersen art glass panels
come in eleven original patterns,
including four Frank Lloyd Wright•

series designs.

Basic Unit & Rough Opening Details  Scale 3" = 1©-0" (1:4) 
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400 Series
Frenchwood! Hinged Patio Doors

Prefinished Interior
Andersen• 400 Series
Frenchwood hinged patio 
doors are available with a 
prefinished white interior.

Interior Veneer
Available in pine, oak 
and maple.

HARDWARE

Exterior Color
Specify a unit color option 
to complete your order: White, 
Sandtone, Terratone• or 
Forest Green.

COLOR

Frenchwood hinged patio
doors are available with

Stormwatch! protection.
For a copy of the Andersen Coastal
Product Guide, see the Andersen sup-
plier nearest you.

Expanded Offering
Andersen Frenchwood•

hinged patio doors are 
available with hardware 
from the Metro!,  Estate!

and Andiron! collections 
in a variety of styles and finishes. 

Mortise-and-Tenon Joints
Mortise-and-tenon joints prevent
panel sag and maintain smooth
operation.

Options

Multi-Point Locking System
The Frenchwood hinged patio door
has a patented multiple-point
lock system with two wedge-
shaped lead-ins above and below
the center dead bolt. This system
provides added weathertightness
and enhanced security.

Hinged inswing operating pan-
els are either left- or right-hand
active.

A patented, factory-applied,
one-piece compression-type
rubber weatherstrip continues 
in one plane around the panel to
provide maximum effectiveness
against water and air infiltration.
The corners of the weatherstrip
are welded to eliminate gaps
between the panel and the
frame/sill shoulder.

GLASS

Panels are silicone bed
glazed and finished with an
interior wood stop and an 
exterior silicone bead.

High-Performance! Low-E
tempered and High-Performance
Sun! Low-E tempered glass
deliver optimum insulating per-
formance. (Glass option must be
specified.)
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FRAME

The sill of the Frenchwood•

hinged patio door is made with
three-piece construction. The
subsill is made of composite
material, and the sill step 
is solid oak. The exterior
sill member is
made of extruded
aluminum with 
an attractive 
wear-repellent,
heat-baked finish
in a neutral color.
This combination of
materials combines
durability and low
maintenance with
excellent insulating
characteristics.

All basic
exterior frame
members are
made of a glass
fiber reinforced composite,
which maintains an attractive
appearance while minimizing 
maintenance. Andersen• Frenchwood
hinged patio doors are available in
four neutral colors. Specify White,
Sandtone, Terratone• or Forest 
Green color. 

The exterior frame members 
are attached to a water-repellent
preservative-treated wood subframe
for long-lasting protection and per-
formance. The subframe is grooved
to accept extension jambs. 
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PANEL

The exterior of the wood door
panel is protected with a long-
lasting urethane base finish in
White, Sandtone, Terratone• or
Forest Green color.

Panel interior surfaces are
unfinished clear pine. Unfinished
oak and maple veneers are avail-
able as options. Low-maintenance
prefinished white interiors are also
available on units with White 
exteriors. 
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Standard 
Features

A

B
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INSECT SCREENS

Double-Hinged Insect Screen* 
Available for two-panel double
jamb hinged doors.

Hinged Insect Screen* 
Available for single-panel doors.

Learn more online at 
andersenwindows.com

* Sold separately.

ªDelrinº is a registered trademark of 
E.I. duPont deNemours and Company.

Gliding Insect Screen*
Available for all two- and three-
panel doors. Features Delrin•

material injection molded bottom
rollers with self-contained level-
ing adjusters. A double insect
screen track kit and two universal
gliding insect screens are
required for installation.

All insect screens are available
in White, Sandtone, Terratone•

and Forest Green colors.

Patterned glass options are
available. 

PATTERNED GLASS

Adjustable Hinges
Adjustable hinges have ball bearing
pivots for smooth, frictionless 
movement. Hinges are made of zinc 
die-cast with a dichromate treatment.
Brass-colored finish is standard on 
most doors. For units with a white
exterior and a white prefinished interior,
white finish hinges are standard.

www.andersenwindows.com
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400 Series
Frenchwood! Hinged Patio Doors

FRAME
Extension Jambs*
Interior clear pine, oak or maple
veneer or white interior exten-
sion jambs are available for the 
following wall thicknesses:

· 5-1/4" (133)
· 6-9/16" (167)
· 7-1/8" (181)

Bright brass, antique brass, pol-
ished chrome, oil rubbed bronze,
brushed chrome and satin nick-
el strike plate extensions are
available for two-panel astragal
hinged and single hinge doors.
Exterior extension jamb system
is available for the following
wall thicknesses:

· 5-1/4" (133)
· 6-9/16" (167)
· 7-9/16" (192)

In walls over 4-1/2" (114), the
exterior sill extender and exterior
extension jamb system allow the
unit to be installed flush to the
interior, so the hinged doors will
open flat against the interior
wall. Colored to match the
exterior of the finished unit,
this system provides a low-
maintenance, finished exterior
appearance. An extended double
insect screen track is available
for double-jamb hinged doors
that require gliding insect
screens. Exterior jamb kits are
available with or without the
double-insect screen track.

Threshold*
An oak or maple threshold is
available for finishing the 
interior of the sill on the
Frenchwood• hinged patio doors.

Sill Support*
An aluminum profile for
Frenchwood• hinged and
outswing doors is designed to
lock into a channel under the
sill and tie back into the wall.
This will offer support to the
outermost sill section when
needed. Available in neutral
gray finish.

Ramped Sill Insert*
Provides smooth transition from
interior to exterior. Cannot be
used with insect screen. Not
available on outswing door.
(Specifier must check with local
and federal officials to deter-
mine if product meets accessi-
bility codes.)

GRILLES
Divided Light Patterns* 
See Frenchwood outswing patio
door section on page ____ for
divided light patterns.

GLASS
Andersen# Art Glass
Andersen art glass panels come
in eleven original patterns,
including four Frank Lloyd
Wright• series designs. 

PANEL

Panel Stop* 
This hinged door panel stop
prevents wall damage when
opening the inswing door.
Available in finishes that coor-
dinate with hardware.

Double Insect Screen Track*
An extended insect screen
track is available for double
jamb hinged doors that use
gliding insect screens.

SIDELIGHTS 
AND TRANSOMS

Sidelights and Transoms* 
Andersen Frenchwood• patio
door sidelights and transoms
feature elegant lines that
match our 400 Series
Frenchwood hinged (shown)
and outswing patio doors.
They feature pine, oak,
maple or prefinished white
interior options, plus our four
standard exterior colors. Size
information available on
pages ____.

HARDWARE

Handle Extension Kit*
Extends interior door handle an
additional 1" (25) from the door
panel to accommodate interior
blinds or shades. Kit includes
one handle extender and spindle.
A second extender may be added
to the spindle to increase the
length an additional 1" (25) (2"
(51) total extension). Estate
Newbury hardware shown in
photo above.

Accessories

Exterior Keyed Lock*
A six-pin key cylinder lock is
available for all patio doors in
styles and finishes that 
coordinate with hardware. 
This lock allows the patio door to
be locked and unlocked from the
exterior.

HINGE KITS
Hinge kits are available 
for after-market installation in
finishes that coordinate with
hardware.

www.andersenwindows.com
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400 Series
Frenchwood! Gliding Patio Doors

PANEL

The exterior of the wood
door panel is protected with a 
long-lasting urethane base 
finish in White, Sandtone,
Terratone• or Forest Green color.

Panel interior surfaces 
are unfinished clear pine.
Unfinished oak and maple
veneers are available as
options. Low-maintenance pre-
finished white interiors are also
available on units with White
exteriors.

Dual ball bearing rollers 
on door panels provide smooth
gliding operation with self-
contained leveling adjusters.

GLASS

Panels are silicone bed
glazed and finished with an
interior wood stop and an 
exterior silicone bead.

High-Performance! Low-E
tempered and High-Performance
Sun! Low-E tempered glass
deliver optimum insulating 
performance. (Glass option
must be specified.)
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FRAME

The sill of the 
Frenchwood• gliding 
patio door has an extruded
aluminum track, with 
a stainless steel cap
that resists stain,
rust and denting.
A thermal barrier
reduces conductive
heat loss and checks
condensation on 
the inside. The sill
has an attractive 
wear-repellent,
heat-baked finish in
a neutral gray color.

All basic 
exterior frame 
members are 
covered with a 
rigid vinyl (PVC)
sheath that 
maintains an
attractive appearance 
while minimizing maintenance.
Andersen• Frenchwood gliding 
patio doors are available in four
neutral colors. Specify White,
Sandtone, Terratone• or Forest Green
color.

Wood frame members are 
treated with a water-repellent 
preservative for long-lasting 
protection and performance. 
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Interior frame trim pieces are 
clear unfinished pine. Oak and
maple veneer and prefinished 
white interior options are available.

Gliding patio doors are shipped
knocked down and require assembly.

A flexible PVC weatherstrip 
on the side jambs, and a pile
weatherstrip on the head, provide 
a positive seal between the frame
and panels.

D

INSECT SCREENS

OptionsStandard 
Features

Mortise-and-Tenon Joints
Panel joints are mortise-
and-tenon with patented dowel 
construction for maximum
strength.

Reachout Locking Hardware
The unique Andersen reachout
locking system pulls the door
panel snugly into the jamb 
for weathertightness and
enhanced security. 

Flexible Seal
A patented full-length combination
weatherstrip/interlock system 
provides a flexible seal at the
meeting stile.
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Perma-Clean# Gliding 
Insect Screen*
Available for two- and four-
panel doors in White, Sandtone,
Terratone• or Forest Green 
color baked-on enamel finish.
Patented square corner joint
construction adds considerable
strength to the frame members,
and the long-lasting glass fiber
screen cloth has a charcoal fin-
ish. Delrin• injection molded bot-
tom rollers with self-contained
leveling adjusters provide smooth
operation. Interior and exterior
pulls and latch are provided.

Prefinished Interior

Andersen 400 Series Frenchwood
gliding patio doors are available
with a prefinished white interior.

Learn more online at 
andersenwindows.com
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* Sold separately.

Note: Andersen! patio doors are not intend-
ed for use as entrance doors. 

ªDelrinº is a registered trademark of 
E.I. duPont deNemours and Company.

Interior Veneer 
Available in pine, oak 
and maple.

D

Exterior Color
Specify a unit color option 
to complete your order: White, 
Sandtone, Terratone• or 
Forest Green.

COLOR

Frenchwood gliding patio
doors are available with

Stormwatch! protection.
For a copy of the Andersen Coastal
Product Guide, see the Andersen sup-
plier nearest you.

HARDWARE

Expanded Offering
Andersen Frenchwood•

gliding patio doors are 
available with hardware 
from the Metro!,  Estate!

and Andiron! collections 
in a variety of styles and finishes.

Perma-Clean# Retractable 
Insect Screen*
The retractable insect screen 
is installed on the exterior of 
the door and opens side-to-side
across the width of the opening.
When the insect screen is not 
in use, it neatly retracts into 
a small canister mounted on 
the exterior of the door. The
retractable insect screen canister
is available for two-panel patio
doors in White, Sandtone,
Terratone• and Forest Green.

Patterned glass options are
available. 

PATTERNED GLASS

www.andersenwindows.com
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HARDWAREFRAME

Exterior Keyed Lock*

A six-pin key cylinder lock is
available for all patio doors in
styles and finishes that coordi-
nate with hardware. This lock
allows the patio door to be
locked and unlocked from the
exterior.

Auxiliary Lock*

This gliding door panel auxiliary
lock provides an extra measure of
security when the door is in a
locked position. It can also lock
the operating panel in a partially
open position. Available for glid-
ing doors in stone, white, bright
brass, antique brass, polished
chrome, oil rubbed bronze or
brushed chrome.

Ramped Sill Insert* 

Provides smooth transition from
interior to exterior. Cannot be
used with gliding insect screen.
Can be used with retractable
insect screen. (Specifier must
check with local and federal
officials to determine if product
meets accessibility codes.)

Threshold*
An oak or maple threshold is
available for finishing the interior
of the sill on Frenchwood gliding
patio doors. 

* Sold separately.

Accessories
GRILLES

Divided Light Patterns*
See Frenchwood outswing patio
door section on page __ for divided
light patterns.

GLASS
Andersen# Art Glass
Andersen art glass panels come in
eleven original patterns, including
four Frank Lloyd Wright• series
designs. 

TRANSOMS*
Andersen Frenchwood• transoms
feature elegant lines that match
our 400 Series Frenchwood gliding
patio doors. They feature pine, oak,
maple or prefinished white interior
options, plus our four standard
exterior colors. Size information
available on pages ______.

www.andersenwindows.com


