Jackson

LUMBER & MILLWORK S4S Boards
Nominal 1x2 1x3 1x4 1x5 1x6 1x8 1x10 1x12
Net Sax Y2 | Hax2Y2 |3ax3Y2 | YaxdY2 | 3axSY2 | HaxTYas | Hax9Ya | 3ax11Y4
Poplar, C & BTR, S4S * * * * * *
Oak, Clear 1-Face, S4S * * * * * *
#2 PINE, S4S * * * * * * * *
#2 PINE, KNOT-SEAL & PRIMED, S4S * * * * * *
C & BTR CLEAR PINE, S4S * * * * * * * *
Nominal 564x6 | 54 x8 | %4 x10 | 54 x12
Net | 116 x5Y2 | 116 x7Ya| 1Y16 x9Y4 | Y16 x 11Y4
| D & BTR PINE, S4S | x x x .
Yox4 Y2x5 Y2x6 Yox8 Yox10 | Y2x12
|CLEAR PINE, S4S | | | * | * X % % "

Above items available Random Length, 6' - 16’
KNOTTY PINE PATTERNSandom Length, 6' - 16'
r—J |'—I 1 x 6 Edge & Center Bead, T & G / V-Groove Back
1 x 8 Edge & Center Bead, T & G / V-Groove Back

A

=4 =

Edge and Center Bead Ship Lap

1 x 8 Ship-Lap Pine, Rough Face

CEDAR & FIR DIMENSION & PATTERN STOCK

CLEAR, WESTERN RED CEDAR BOARDS, DIMENSION, ANDTFARN STOCK
S1S (Reversible) Boards - all R/L 6' - 20’ 1x6 1x8 1x10 1x12
S4S Dimension - all R/L 6' - 20' 2x4 2x6 2x8 2x10
S4S 4x4 g
Pattern Stock: V-Joint, T&G R/L 6' - 20' 1x4 1x6

CLEAR, DOUGLAS FIR DIMENSION, AND PATTERN STOCK

Y,

S4S Dimension - all R/L 2x4 2x6
S4S 4x4 8
Balusters 2x2x36 \VAVE =/
Pattern Stock - R/L only 5/8 x 4 Beaded, Tongue & Gr  oove
OTHER PATTERN STOCK AVAILABLE THROUGH SPECIAL ORDER ®
T STUD 4
: H 1/8° Expansion
N 1
1/2 x 6 Western Red Cedar Clap Boards —— ST
Building Paper e Building
Clear Vertical Grain (CVG), Raw  Random Length3'-2 (' ] Sheathing L Paper
aAyes® Smooth, Primed Random Length 3' - 20' =
a o . . C_on Overlap i ' .
Ayes® Rustic, Primed Ranldom Length 3" - 20 VT rse [+ sheathing
FJ, Primed Rustics 16' lengths/ 5% trims not less than 1° o
NOW STOCKING: ] b
) _""Bevel-ln-A-BoxO ] Nail Clear tip of | b _
VG, FJ, Primed, Reversible 16' Lengths/ no trim. siding o] S;Salr/‘ggon
® ™ Nails must »
PrimeTECH e |||
wood 1-1/2° e Nails must
Low-Maintenance Wood Priming System e . t ] _‘ penetrate
. v Start with ST solid wood
www.goprimetech.com / furring strip L ‘p 1-1/20
Nailing Bevel Siding V
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LUMBER & MILLWORK
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USE ONIN::: Y
(105 | -
ddeal for interior and exterior [1x8 |
trim applications =
gEnd- and edge-glued wood =
blocks minimize the natural [5ox5 |
tendency for lumber to distort -
qAlways clear—knots do not - Smooth Surface 4-sides; Square Edges
exist in WindsorONE+ N.ominal Available Ls’angth,s
Sizes 8 127 16
1x2 [] ]
g Harvested from sustainably ‘ # 1x3
grown timber stands ' ' } ig 3/4x4
Tx6  5/4x6
g Type 1 PVA Exterior Grade glug _ 1x8  5/4x8
withstands the abuse of e — gﬁi }g

exterior trim applications

(Triple-primed with 100%

exterior grade acrylic latex SPBC
Nominal
Sizes
030-Year warranty against ;
: X 4
rot, insects and mold %6
Recomended uses:
soffit wainscotting
rake board ceiling wrap
fascia built-in bookcases
window and door trim window seats
decorative columns panel details
band board baseboard
corner board XtraFlexavailable for

beaded ceilings curved applications

www.WindsorONE.com
888.229.7900
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For more details on any Kleer product, please visit www. KlesrlLmkencom. Not all K ser products or sizss a'e
available in all areas. Please contact your local Kleer Dealer to verify sizes and product availasility.
*Custom sizes available with rrivimurr fu Lunil o der.
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TRIMBOARD

INSTALLATION KEY POINTS, PLEASE REFER TO THE KLEER INSTALLATION GUIDELINES FOR COMPLETE DETAILS

EXPANSION & CONTRACTION
Like many building materials, Kleer will expand and  contract with changes in temperature. This is norm al and is not covered by the Kleer

VE

VE

VE

VE

V E Alternatively, rather than gluing pieces together f  or long runs, leave expansion spaces of approximate

VE

Limited Lifetime Warranty. Under normal conditions

and when properly fastened, Kleer will expand/contr ~ act approximately 1/8” per 18’ length

of Kleer. Failure to use the proper type and quanti ty of fasteners may result in expansion and contrac tion greater than 1/8” per 18'.

Kleer trim boards should be acclimated to the tempe rature conditions at the time of
installation.

Fastening Kleer along its entire length will help m  inimize expansion and contraction.

When joining Kleer end-to-end (as in long-run appli  cations) pieces may be joined together
using butt-joints and #20 plastic biscuits with ad  hesives speci cally manufactured for
PVC products, like Bond & Fill™ STRUCTURAL™ or Goilla PVC Cement to avoid joint
separation. If joints are glued together, create 1/ 16" expansion spaces per 18’ of run at
each end. These spaces may be lled using any high quality exible caulk/joint sealing
products like Bond & Fill™ FLEX™,

a high quality exible caulk/joint sealing product
runs and leave a 1/16” space at each end of theru n.

TIGHT; TIGHT
- - \ 90°
1/8"‘ 1/16"
- - | 50°
>1/8" ; >1/16"
71
- - ] Below 50°
_J

ly 1/8” between the pieces and Il with

like Bond & Fill™ FLEX™. Use scarf joints for all expansion spaces between the pieces in long

On cold days (temperatures at low end of the normal  annual temperature range), increase expansion spac e between boards to slightly more

than 1/8” per 18’ length.

V E On hot days (temperatures at high end of the annua | temperature range), decrease expansion space to s lightly less than 1/8” per 18’ length.

FASTENING

VE

VE

VE

VE

VE

VE

VE

VE

VE

VE

Fasten with stainless steel or hot-dipped galvanize d nails with smooth shanks, blunt tips
and round heads (wood siding nails, box nails, etc. ). Exterior coated or stainless steel
trim-head screws (nothing smaller than a #6 screw) may also be used.

Do not use staples, wire nails or brads to fasten K leer. Fasteners that can be bent with
bare hands will not provide appropriate strength.

The use of ring shank nails is not recommended beca use the rings on the shank of the
nail may heat up when driven causing the back of th e board to “blow out”, potentially
reducing the fasteners’ effectiveness.

Standard pneumatic nailers, set at 70-80 psi, may b e used to fasten Kleer. Air pressure
may be adjusted as necessary.

Pre-drilling is not typically required unless usin g large nails or installing in temperatures
below 40°.

Fasten Kleer to a at, solid wood substrate at lea st 1-1/2" thick using nails or screws that
penetrate into the substrate a minimum of 1-1/2".

Kleer must have fasteners no more than 2" from eac  h edge.

Kleer trim boards 8” or narrower require two faste ners evenly spaced across the face of
the board and fastened to 1-1/2” thick framing no m ore than 16” on-center. 10" and 12"
Kleer trim boards require three fasteners evenly sp aced across the face of the board and
fastened to 1-1/2” thick framing no more than 16" o  n-center. When spanning framing
greater than 16” on-center, use Kleer that is a

2" MAX 2" MAX
O O<=|=>0

116“ ON CENTER
2"MAX 12" MAX
O« |=0O

minimum 5/4” (nominal) thickness. Never install

Kleer on framing that spans greater than 24"
on-center.

Kleer sheets ¥4" thick or greater require fastening
every four inches along no more than 16” on-
center framing. Thinner sheets require fastening
every four inches on framing no more than 12”
on-center.

Use of construction adhesive (along with
mechanical fastening) may help to minimize
expansion and contraction, particularly when Kleer
is painted dark colors (LRV less than 55% — see
PAINTING section in complete guidelines)

April 2009

KEY REMINDERS

To help maximize the beauty and performance of Kleer trimboards, please consider the
following installation reminders:

x Install Kleer over a continuous substrate thatis  at least 1-1/2” thick.

x Use the proper quantity and size of fasteners that  will penetrate the substrate
at least 1-1/2".

x Leave the appropriate expansion spaces between pie ces of Kleer based on the temperature
at the time of installation.

x Use adhesives made for PVC products, like Bond & Fill™ STRUCTURAL™
or Gorilla PVC Cement to join Kleer.

xUse 100% acrylic latex house paint to nish Kleer if you choose a color with an LRV greater
than or equal to 55%.

xUse a coating that is formulated speci cally for e  xterior vinyl products if you choose
a color with an LRV less than 55%.

www.kleerlumber.com
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LUMBER & MILLWORK

1.6 oz. Adhesive Cartridge (12 pack) **
1.6 oz. Disposable Nozzle (50 pc. pack)

1.6 oz. Standard Caulking Gun Adapter

Bond & Fill Structural 8.1 oz.
8.1 0z. Adhesive Cartridge (12 pack) **

8.1 oz. Disposable Nozzle (50 pc. pack)

8.1 oz. Pneumatic Gun Applicator

Bond & Fill Professional Grade Caulk

Bond & Fill For Painterse 10.1 oz. tube *




