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Cambridge LT
(4 bundles/Sq.)

Cambridge 30 AR
(3 bundles/Sq.)

In-stock Non-stock In-stock Non-stock

Color Availability

Dual Black
Dual Grey

Dual Brown
Harvard Slate

Driftwood
Weatherwood
Charcoal Grey

Earthtone Cedar
Forest Green
Heatherwood

Aged Redwood
Riviera Red

National Blue*
Chapel Slate
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In-stock Non-stock

Traditional 3-Tab Design

Laminated Architectural Design

These traditional style shingles are made with our finest asphalt 
saturated organic felt base and coated with our own durable 
ceramic colored granules.

Marathon Ultra AR
Fiberglass asphalt shingle
Traditional 3-Tab design
Limited 30-year Warranty
Length: 39-3/8"
Width: 13-1/4"
Exposure: 5-5/8"
3 bundles/Sq.

IKO Cambridge shingles are laminated to provide a r emarkable dimen-
sional thickness, not only for strength, durability , and weather resistance,
but also to create an extraordinarily beautiful look for your home. 

Fiberglass asphalt shingles
Laminated architectural design
Featuring an algae resistant granule
Limited Lifetime or 30-Year Warranty

Length:40-7/8"
Width: 13-3/4"
Exposure:5-7/8"

Premium Roofing Products

* Blue granules may fade after extensive
exposure to sun's ultraviolet rays.

- --

Marathon 25
Fiberglass asphalt shingle
Traditional 3-Tab design
Limited 25-year Warranty
Length: 39-3/8"
Width: 13-1/4"
Exposure: 5-5/8"
3 bundles/Sq.

Color Availability

Dual Black
Dual Grey

Dual Brown
Weatherwood

Driftwood
Charcoal Grey

Earthtone Cedar
Forest Green
Heatherwood

White -
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In-stock Non-stock

* Blue granules may fade after extensive exposure to sun's ultraviolet rays.

- --

Dual Black
Dual Grey

Dual Brown
Harvard Slate

Driftwood
Weatherwood
Charcoal Grey

Earthtone Cedar
Forest Green
Heatherwood

Aged Redwood
Riviera Red

National Blue*
Chapel Slate
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•InvisibleŽ protection against roof leaks.

� Helps prevent water leakage due to ice dams and
wind-driven rain

� Improved flexibility for superior performance

� Slip-resistant surface for safe application

� Tear-resistant membrane

� Self-adhesive for watertight sealing

� Self-sealing around roofing nails

Premium Roofing Products

Specifications (approximate)

Length

Width

Roll Contents

Thickness

Length

Width

Roll Contents

Thickness

GoldShield
67' (20.3 m)

36" (914 mm)

200 sq. ft. (18.6 m2)

40 mil (1 mm)

65' (19.8 m)

36" (914 mm)

195 sq. ft. (18.1 m2)

63 - 71 mil (1.6 - 1.8 mm)

ArmourGard 2 square

When it comes to protecting your
home, what•s underneath counts.
Introducing IKO RoofGard-SB – an underlayment that over-performs.
IKO RoofGard-SB is made of a synthetic material that is completely 
waterproof. It forms an effective water-shedding barrier under shingles or 
alternative roofing materials, such as shakes, tiles, slate or metal. Even in cold
weather, it’s incredibly flexible,and easy to work with.

When it’s time for you to consider a new roof, remember that what you don’t
see is just as important as what you do see. Opt for the premium 
protection of IKO’s RoofGard-SB underlayment.

Specifications (approximate)

Length

Width

Roll Contents

Nominal Thickness

Rolls per Pallet

300' (91.4 m)

41.5" (1054 mm)

1037 sq. ft. (96.4 m2)

16 mil (0.4 mm)

25

Fast, Easy and Convenient!
Leading Edge is a great product the helps save valuable time during the installation of
the first course of shingles.

Rather then cutting the full size shingles out of the bundle to install along the eaves, sim-
ply apply Leading Edge starter strips, which are already cut to size. It’s fast, easy and
convenient.

A key feature of Leading Edge is the sealant strip is already in place, which allows for a
tight seal at the bottom of the shingle, where it should be.

IKO’s Leading Edge strip shingles can be applied along the rake edges. At the rakes,
Leading edge provides a straight edge to trim the overlying courses and helps seal the
shingle ends to prevent wind damage.

Specifications(approximate) Metric

Length

Width

Shingles per Bundle

Weight per Bundle

Coverage per Bundle

Bundles per Skid

39-3/8Ž (1000 mm)

7-5/8" (194 mm)

21

42 lbs. (19 kg)

69 lin. ft. (21 lin. m)

105

CODE: GOLDSHIELD

CODE: BARRIERArmourGard

GoldShield

CODE
ROOFGARDSB

CODE:   LEADINGEDGE
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Upscale Look. Downright Affordable

Top-of-the-line Laminate Shingle

Rough Weather. Tough Shingle

Time-honored. Time-Tested. Timeless

Tough, durable and handsome, the new Yukon
heavyweight fiberglass, 3-tab shingle is a square-cut
design that provides an eye-catching uniform look and
extraordinary protection.

With a choice of seven outstanding colors to suit almost
any home's style, Yukon is the right choice anywhere. It
survives the roughest weather, is protected by a 30-year
warranty, and the additional 130 km/h wind warranty (as
per special application instructions) is added comfort for
whatever blows your way.

TRA DITION  - Or g an ic  3 -t ab  (3  bun d l es / SQ): use w /  ECL IPSE
TRADITION

Color 
Availability

In
Stock

Non
Stock

Autumn Brown -

Victorian Grey

Shadow Black -

Sequoia -

Sunset Cedar -

Twilight Grey -
Weathered Rock -

-

Forest Green -
Cove Grey -

Beachwood -

Classic Black -

There’s a lot to be said for Tradition and much to be
gained from this top-quality shingle. The classic elegance
of this always-popular 3-tab, square-cut design carries on
in enhanced, high-end style.

This heavyweight, 30-year shingle is bolder with shadow
band highlights and eight contemporary colors. An ultra-
thick weatherproofing layer of asphalt and granules
guarantees optimum performance and time-tested value.
145 km/h wind protection (as per special application
instructions) and 30 years of guaranteed peace of mind
makes for a great tradition.

YUKON
Color 

Availability
In

Stock
Non

Stock

Weathered Rock -

Eclipse is the shingle for those who want the very best for
their home. This top-of-the-line, double-layer, deep-profile
laminated shingle gives roofs the look and character of
dimensional wood shakes.

Bold shadow bands create a chiseled appearance in your
choice of seven rustic colors. Eclipse is covered by a
lifetime warranty with a full ten years of 100%
comprehensive coverage, plus it's guaranteed to
withstand winds of up to 175 km/h (as per special
application instructions).

-

Twilight Grey -

HARMONYWhen you want full coverage and total peace of mind,
Harmony is right in-tune with your demands for quality
and economy. This 35-year, double-laminate fiberglass
shingle brings home upscale quality, handsome style and
a downright affordable price.

Together, uncommon beauty, outstanding quality, a
superb selection of earthtone and woodtone colors, plus
a 35-year warranty and guaranteed protection in up to
145 km/h winds (as per special application instructions).
Sounds just perfect.

YUKON  30  - Fiber g l ass  3 -Tabs (3  bun d l es / SQ): use w /  HA RMON Y3 5

ECL IPSE LT - Or g an ic  L if et ime l amin a t e (4  bun d l es / SQ)
ECLIPSE

Color 
Availability

In
Stock

Non
Stock

Autumn Brown

-

Non
Stock

-

-

-

Desert Gold
Forest Green
Sequoia
Victorian Grey

Beachwood
Classic Black
Cove Grey

Color 
Availability

In
Stock

-

-

-

Laminated Architectural Design

Traditional 3-Tab Design

HA RMON Y 35  - Fiber g l ass  l amin a t e/ t aper ed  c u t  (3  bun d l es / SQ)

-

Shadow Black -

Sunset Cedar

February 2009
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Ice & Water Shield
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Use Grace Ice & Water Shield on all of these critic al areas

You know the danger zones where most
roof leaks happen. Protect those areas with
Grace Ice & Water Shield, and you create a
self sealing barrier that neither melting snow
nor wind driven rain can penetrate through
or travel beneath. It takes surprisingly little
Grace Ice & Water Shield to make danger
zones safe. It adds very little to the cost of a
roofing job, but the benefits of using it are
obvious ... and important. That©s why it©s an
easy sell. The more danger zones a sloped
roof has, the more sense it makes to use
Grace Ice & Water Shield. It neutralizes the
danger zones in a way felts can©t.

Ice Dams

Wind Driven Rain

Grace Ice & Water 
Shield resists this leakage
because of the seal
around the fasteners, 
ability to make watertight
laps, and the membrane©s
bond to the deck.

Grace Ice & Water Shield
applied beneath the
sloped roof covering
helps Prevent wind driven
rain from entering the
structure.

PRODUCT DATA

Roll length 66.7 ft.
Roll width 36 in.
Roll size 200 ft.2

Packaging Corrugated cartons
Roll weight 54 lbs.
CODE GRACE

PERFORMANCE PROPERTIES

Property Value Test Method
Color Gray-black
Thickness, membrane 1.02 mm (40 mil) ASTM D3767 metho d A
Tensile strength, membrane 1720 kN/m 2 (250 psi) ASTM D412 (Die C modified)
Elongation, membrane 250% ASTM D412 (Die C modified)
Low temperature flexibility Unaffected @ -29!C (-20! F) ASTM D1970
Adhesion to plywood 525 N/m (3.0 lbs/in. width) ASTM D903
Permeance (max) 2.9 ng/m 2s Pa (0.05  Perms) ASTM E96
Material weight installed (max) 1.3 kg/m 2 (0.3 lb/ft 2) ASTM D461

Seals around nails or fasteners. Fully
adheres to deck, resisting leaks
from wind-driven rain or water
backup due to ice dams
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Drip Edge
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Mill Finish White Brown Galvanized White Galv.
5" Drip Edge * * *
8" Drip Edge * * * * *
Wrap-Around * *
Rite Flow *

Nailing Instructions

1.)  Always use aluminum nails that
can penetrate a minimum 

3

/ 4º.

2.)  Nails must not be driven home.
The drip edge must be ªhungº
not ªattachedº.  Allow 1/32º
clearance for movement due
to temperature changes.

3.)  First nail should not be less
than 4º from the end of the
drip edge.

4.)  Drive next nail approximately
18 to 24º away and continue
nailing, allowing the last nail to
be not less than 4º away from
the end of the drip edge.

ã Note: Shingles are installed
over the drip edge covering
the flange.

OVERHANG DRIP EDGE APPLICATION INSTRUCTIONS

1.) Position drip edge flange on roof edge, making sure that the face or leg
is flush to the fascia board and ªdrip edgeº is fac ing away from roof.  Do
not butt lengths of drip edge against one another.  Leave 1/16º between
lengths or overlap by 1 

1

/ 2º 
2.) Drill holes slightly larger than nail shank in the drip edge flange.  Nail to

roof per nailing instructions below.

Wrap-Around 8" Drip Edge

5" Drip Edge

Rite Flow
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Ideal For 
Hand Nailing!

16.9
NFVA

Total Recommended Length Minimum Intake
Attic Square of Cobra Exhaust Vent Ventilation (Net Free

Footage (Feet)* Area in Sq. In.)*
1600 23/28 389/395
1900 27/33 457/466
2200 32/38 541/536
2500 36/43 609/607
2800 40/48 676/677
3100 45/53 761/748
3400 49/58 829/818
*First figure pertains to hand nail, second figure

pertains to nail gun
NOTE: In no case should the amount of ridge exhaust 

ventilation exceed the amount of soffit ventilation.

Balanced Ventilation Requirements
Balanced ventilation requires 1 square foot of vent ilation
for every 300 square feet of attic floor space.

1. Calculate the total square footage of the attic 
floor area (round up to the next highest number). 
This number will determine the minimum total 
linear feet of Cobra Exhaust Vent that is needed .

2. Find the appropriate amount of Cobra Exhaust Vent
and minimum intake ventilation that corresponds to
the total attic square footage.  

Fresh Air Enters Attic Through
Intake Vent At Soffit Or Eave

Stale Air Is Removed
Through Cobra Exhaust Vent
(Installed Under Ridge Cap
Shingles)

RIDGE VENT

ROOFING FELT

Dimensions Coverage Sq. Ft. Weight CODE
15# 144© x 36" 4 squares 432 52 lbs 15FELT
30# 72' x 36" 2 squares 216 55 lbs 30FELT

CODE
20' ROLL ROLLVENT
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